
AGENDA

LTNIFORM BUILDING CODE COMMISSION
ARCHITECTURAL ADVISORY COMMITTEE

UNIFIED CODE ANALYSIS COI.INCIL
JOINT MEETING

.,\nchor Locatitn
Room 474

Heber M Wells Building
160 E 300 S

Salt Lake City UT

Join with Google Meet
meet. goo gle.com/kbt-qngi-pch

Join by phone

(US) +1 611-675-4444 PN: 472 437 238 4018#

October 5,2021 9:00

This agenda is subject to change up to 24 hours prior to the meeting.

1. Approve minutes from the June 1, 2021joint meeting

2. Continue with the review of 2021IBC, starting with definitions in Chapter 2,

Chapters 3 and 4 and current amendments for those chapters

3. Continue with the review of 2021IBC starting with Chapter 12

Next Scheduled Meeting: November 2,2021

If you do not plan on attending this meeting, please call Sharon at 530-6163 or email at ssmalley@utah.gov

or sduncombe@utah.gov.

In compliance with the Americans with Disabilities Act, individuals needing special accommodations
(including auxiliary communicative aids and services) during this meeting should notify Dave Taylor' ADA
Coordinator, at least three working days prior to the meeting. Division of Occupational and Professional Licensing,
160 East 300 South, Satt Lake City UT 84115, Phone 530-6628 or toll-free in Utah only 866-275-3675.



MINUTES

LTNIFORM BUILDING CODE COMMISSION
ARCHITECTURAL ADVISORY COMMITTEE

I.]NIFIED CODE ANALYSIS COUNCIL

JOINT ELECTRONIC MEETING

June 1,2021 9:00 am

CONVENED: 9:09 AM ADJOURNED: 10:50 AM

STAFF:
Steve Duncombe, Bureau Manager
Sharon Smalley, Board Secretary

ARCHITECTURAL ADVISORY COMMITTEE
David Triplett Chris Jensen, Commission Liaison (absent)

John Chase (excused) Chris Weintz
Bryan Romney (excused) Max Angle (absent)

Mark Stonehocker (excused)

UNIFIED CODE ANALYSIS COUNCIL
Rick Sturm (absent) Dave Vickers
James Williams Casey Vorwaller, Commission Liaison
Malcolm Campbell Thomas Peterson

Paul Bauer (excused) Don Brinkerhoff
Dan DeVoogd Dave Powers (absent)

Todd Hohbein (excused) Vince Newberg

VISITORS:

MINUTES A motion was made by Vince Newberg to approve
the minutes from the May 4,2)2ljoint meeting as

written. The motion was seconded by James Wil-
liams and passed unanimously.

CONTINUE WITH REVIEW OF Malcolm Campbell gave his review of the defini-
2021IBC STARTING WITH tions in Chapter 2. He is recommending several
DEFINITIONS IN CHAPTER 2, changes to the definitions. His recommendation
3 AND 4 AND CURRENT will be voted on at the August meeting. He also
AMENDMENTS FOR THOSE went over the recommendations he is making for
CHAPTERS Chapter 3 and 4. These will also be voted on at

the August meeting.

Tom Peterson gave his review on Chapter 7 and 8.
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Uniform Building Code Commission
Architectural Advisory Committee
Unified Code Analysis Council
June 7,2021

He reported that he did not find any major changes
and recommended that no changes be made.

The review of Chapter 9 was tabled until the Sep-
tember meeting when the report from the Fire
Marshall's Association should be ready. Dan
DeVoogd reported that there were several changes
that needed to be reviewed.

Dave Triplett gave his review of Chapter 10 and
I l. He pointed out that several of the amendments
for Chapter 10 will need to be modified.

The committees agreed not to hold a meeting in
July. The next meeting will be held on August 3'd.

The meeting adjourned at 10:50.

Note: These minutes are not intended to be a verbatim transcript but are intended to record the significant features
of the business conducted in this meeting. Discussed items are not necessarily shown in the chronological order
they occurred.



Part 1

Statewide Amendments to lnternational Building Code

15A-3-101 General provision.

The amendments in this part are adopted as amendments to the IBC to be applicable statewide.

Enacted by Chapter 14, 2011 General Session

15A-3-102 Amendments to Chapters 1 through 3 of lBC.

(1)lBC, Section 106, is deleted.

(2) ln lBC, Section 110, a new se€tion is added as follows: " 110.3.5.1, Weather-resistant exterior wall envelope. An
inspection shall be made ofthe weather-resistant exterior wall envelope as required by Section 1404.2, and flashing as

required by Section 1404.4 to prevent water from entering the weather-resistive barrier."

(3)lBC, Section 115.1, is deleted and replaced with the following: "115.1 Authority. Wheneverthe building official finds
any work regulated by this code being performed in a manner either contrary to the provisions of this code or other
pertinent laws or ordinances or is dangerous or unsafe, the building official is authorized to stop work."

(4) ln lBC, Section 202, after the definition for AMBULATORY CARE FACILITY the following definition is added for
Ambulatory Surgical Center: '?MBULATORY SURGICAL CENTER. A building or portion of a building licensed by the Utah
Department of Health where procedures are performed that may render patients incapable of self preservation where
care is less than 24 hours. see Utah Administrative Code R432.-13."

(5) ln lBC, Section 202, after the definition for ASSEMBLY SEATING, MU LTILEVEL the following definition! iealgadded for
Assisted Living Ee€iii+yEe s il!!ig::

"ASSISTED LIVING FACILITY, RESIDENTIAL TREATMENT AND SUPPORT. A residential facilitv that provides a group
living environment for four or more residents licensed bV the Department of Human Services, and provides a

protected living arrangement for ambulatorv, non-restrained persons who are capable of achieving mobilitv
sufficient to exit the facilitv without the phvsical assistance of another person."

"ASSISTED LIVING FACILITY, TYPE l. A residential facilitv licensed bv the Department of Health that provides a

protected living arrangement, assistance with activities of dailv livinp and social care to two or more ambulatory,
non-restrained persons who are capable of mobility sufficient to exit the facility without the assistance of
another person.

Subcategories are:

Limited Capacitv: an assisted Iiving facilitv havins two to five residents;

Small: an assisted living facilitv having six to sixteen residents; and

Large: an assisted living facilitv havinA more than sixteen residents."

"ASSISTED LIVING FACILITY TYPE-ll. A residential facilitv licensed bv the Utah Department of Health that provides
an arrav of coordinated supportive personal and health care services to two or more residents who are:

(i) Phvsically disabled but able to direct his or her own care; or

(ii) Cognitively impaired or phvsicallv disabled but able to evacuate from the facilitv. or to a zone or
area of safetv, with the phvsical assistance of one Derson.

Subcategories are:

Limited Capacity: an assisted Iiving facility having two to five residents;

Small: an assisted living facility having six to sixteen residents; and

Large: an assisted living facilitv having more than sixteen residents."
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(6) ln lBC, Section 202, the definition for Foster Care Facilities is modified by deletinB the word "Foste/' and replacing it
with the word "Child."

(7) ln lBc, section 202, the definition for "[F]_Record Drawings" is modified by deleting the words "a fire alarm system"
and replacing them with "any fire protection system."

.(8) ln lBC, Se€tie
"RESIDENTIALTREATMENT/SUPPORT ASSISTED tlVlN€ FACltlTY, A residential faeility that prevides a greup living
envirenment fer feur er mere residents li€enseC by the Department ef Human Servi€es, anC preyides a prete€teC living

t ts exit the fa€ility
witheut the Bhysieal assistanee ef ansther persen,"

(9) ln lBC, Se€tien 202, the fellewin6 definitien is adCed f6r Type I nssisted tiving Fa€ilityi "TYPE I ASSISTED tlvlNG
that prevides a preteeted living arrangement,

restrained persens whe are
eapable ef mebility ssffieient te exit the faeility witheut theassistanee ef anether Bersen, Ssbeategeriesa{e+

timited Capaeityi twe te five residents;

@
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B, Cegnitively impaired er physieally di'abled but able te evaeuate frem the faeility, er te a eene er area ef .afety,
with the physi€a+ assistan€e ef ene persen, cub€ategeries are;
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(11) ln lBC, Section 305.2, the following changes are made:

(a) delete the words "more than five children older than 2L/2yearsol age" and replace with the words "five or more
children 2 years of age or older";

(b) after the word "supervision" insert the words "child care services"; and

(c) add the following sentence at the end of the paragraph: "See section 429, Day care, for special requirements for
day care."

(12) ln lBC, Section 305.2.2 and 305.2.3, the word "five" is deleted and replaced with the word "four" in all places.

(13) A new IBC Section 305.2.4 is added as follows: "305.2.4 child day care - residential child care certificate or a license.
Areas used for child day care purposes with a residential child care certificate, as described in Utah Administrative Code,
R430-50, Residential Certificate Child care, or a residential child care license, as described in Utah Administrative Code,
R43O-90, Licensed Family Child Care, may be located in a Group R-2 or R-3 occupancy as provided in Sections 310.3 and
310.4 comply with the lnternational Residential Code in accordance with Section R101.2.,,

(14) A new IBC Section 305.2.5 is added as follows: "305.2.5 child care centers. Each of the following areas may be
classified as accessory occupancies, if the area complies with Section 508.2:

1. Hourly child care centers, as described in Utah Administrative Code, R381-60, Hourly Child Care Centers;

2. Child care centers, as described in Utah Administrative Code, R381-100, Child Care Centers; and



3. Out-of-school-time programs, as described in Utah Administrative Code, R381-70, Out of School Time Child Care

Programs."

(15) ln lBC, Table 307.1(1), footnote "d" is added to the row for Explosives, Division 1.4G in the column titled STORAGE -

Solid Pounds (cubic feet).

(16) ln lBC, Section 308.2, in the list of items ufld€+-"This group shall include," for "Assisted living facilities" add the
words.'"Type-l Large and Type-ll Small."r€€e-S€€tien 398,2,5" are ."

(17) ln lBC, Section 308.2.4, all of the words after the first lnternational Residential Code are deleted.

(18) A new lBC, Section 308.2.5 is added as follows:

"308.2.5 C+euf-E€Assisted living facilities.
assr*edf*iF€Ja€if*ies"

+yp€-l-a ,Assisted living facilitiesJypqllelgel[al.!-bg!!!:lll9lh! with seventeen 6r msre residents are targe Fa€ilities

@lnstitutional Group l-1, Condition 1-e€€ufafi€y.

+yp€-{-a Assisted livinB facilities Tvpe-ll Small shall be classified as with si* te sixteen residents are Small Fa€ilities

ela+sified-+s-ae-lnstitutional Group l-1, Condition 2 e€€span€y, 5ee Se€tien 292 fer Cefinitiens."

(19) ln lBC, Section 308.3 lnstitutional Group l-2, the fellewing ehanges are made: delete the words, "more than five"
and replace them with the words "four or more."

(a) The werds "mere than five" are deleteC anC repla€ed with "feur er mere";

(b) The gresp "nssisted livi{rg fa€ilities, Type ll tar6e" is aCded te the list ef gresps,

(€)The'.yerds "Fester €are fa€ilities" are deleted anC reBla€edwith the we.dr "Child €ar€ facilities"i and

(d)The werCs "(beth intermediate eare faeilities anC skilled nursing faeilities)" are added after "Nursing hemesi

(xX) ln the list of items "This sroup shall include," the followinq changes are made.

a. The words, "Assisted living facilities" are added.

b. The words, "Foster care facilities" are delete and replaced with the words "Child care facilities."

c. For "Nursinq homes" the words, "both intermediate care facilities and skilled nursing facilities" are added.

(XX) ln IBC Section 308.3.LL, after the words, "This occupancv shall include" the words. "assisted Iivinp facilities Tvpe-
ll Large and" are added.

(20) ln lBC, Section 308.3.2, the number'five" is deleted and replaced with the number "four'' in each location.

"309,3,3 Greup I 2 assisted living fa€ilities, Type ll assisted living fa€ilities with seventeen er mere residents are targe
Fe€ilities €lessified as an lnstitutienal Greup I 2, eenditien 1e€€upan€y,5€e Se6ti6n 201 fer definitiens,"

(22) ln lBC, Section 308.5, the words "more than five" are deleted and replaced with the words "five or more."

(23) ln lBC, Section 308.5.1, the following changes are made:

(a)The words "more than five" are deleted and replaced with the words "five or more."

(b) The words "2-1/2 years or less of age" are deleted and replaced with "under the age of two."

(c) The following sentence is added at the end: "See Section 429 for special requirements for Day Care."

(24) ln lBC, Sections 308.5.3 and 308.5.4, the words "five or fewer" are deleted and replaced with the words "four or
fewe/' in both places and the following sentence is added at the end: "See Section 429 for special requirements for Day
Care."

(25) ln lBC, Section 310.4, the fellewing €hanges are made; after the words. "Residential Group R-3 occupancies" the
words "and single familV dwellings comDlvinA with the lRC" are added.

.(al The ,flerds "end



.(blThe w6rds "As ie€"

{XX) In lBC, Section 310.4, in the list of items after the word "including:" the words, "Assisted LivinA Facilities Tvpe-l

Limited Capacity" are added.

(26) ln lBC, Section 310.4.1, the fellewing €hanges are maCe: after the words, "Care facilities" in the first sentence. the
words "other than Child Care" are added.

(a) The werds "ether than Child eare" are ins€rted after the wsrds "Care faeilities" in the first senten€e'

(b) All ef thewerd

.(€) The fells\ /ing

€hifd-Day€e+€3

(XX) ln lBC, Section 310.4.L. all of the words after the first "lnternational Residential Code" are deleted.

(XX) After the last sentence. the sentence, "See Section 429 for special requirements for Child DaV Care" are added.

(27)Anew IBCSection 310.4.3 is added asfollows: "-310.4.3 Child Care. Areas used forchild care purposes may be

located in a residential dwelling unit under all of the following conditions and Section 429:

1. Compliance with Utah Administrative Code, R710-8, Day Care Rules, as enacted under the authority of the Utah Fire

Prevention Board.

2. Use is approved by the Utah Department of Health, as enacted under the authority of the Utah Code, Title 26,

Chapter 39, Utah Child Care Licensing Act, and in any of the following categories:

a. Utah Administrative Code, R430-50, Residential Certificate Child Care.

b. Utah Administrative Code, R430-90, Licensed Family Child Care.

3. Compliance with all zoning regulations ofthe local regulator."

(28) A new lBc, section 310.4.4 is added as follows: "310.4.4 Assisted living facilitiesJl!]glglllulEbglls:Iypg:L
Limited Capacity shall be classified as Residential Group R-3 or shall permitted to comply with the lnternational
Residential Code.l Type I assisted liy

d€fifli+ien+n

(XX) ln IBC Section 310.5 in the list of items "including:" for "Assisted living facilities" add the words "Type-l Limited
Capacitv."

(29) ln lge, Se€tien 310,5, the \r,/erds "Type ll timited €apa€ity anC Type I small, see se€tien 310,5,3" are added after the
\,yerds "assisteC living faeilities," ln lBC, Section 308.2, in the list of items ufld€r"This proup shall include," for "Assisted

livins facilities" add the words "Tvpe-l small and Type-ll Limited Capacitv."

(30) A new lBC, Section 310.5.3, is added as follows: "310.5.3 Assisted livins facilities. Assisted livins facilities Tvpe-l

Small shall be classified as Residential Group R-4 Condition 1. Assisted living facilities Type-ll Limited Capacitv shall be

classified as R-4 Condition 2. @
apBly te nssisted tiving Fa€ilities; Type llnssisted tiving Faeilities with tlve te five residents are timited eapacity Faeilities

Amended by Chapter 20, 2019 General Session

15A-3-103 Amendments to chapters 4 through 6 of lBC.

(1)lBC Section 403.5.5 is deleted.

(2) ln lBC, Section 407.2.5, the words "and assisted living facility" are added in the title and first sentence after the words
"nursing home."



(3) ln lBC, Section 407.2.5, the words "and assisted living facility" are added in the title after the words "nursing home."

(XX) ln l8C Section 407.3.1.1 item 3, replace evervthins after the words "section 1020.7, Exception 1," with: "doors to
toilet rooms, bathrooms. shower rooms. sink closets, and simila r auxiliarv spaces that do not contain flammable or
combustible materials are permitted to have louvers or an undercut of 2/3 inch (19.1 mm) maximum."

(4) ln lBC, Section 407.11, a new exception is added as follows: "Exception: An essential electrical system is not required
in assisted living facilities."

(5) ln lBC, section 412.3.1, a new exception is added as follows: "Exception: Aircraft hangars of Type I or ll construction
that are less than 5,000 square feet (464.5m2) in area."

(6) A new lBC, Section 422.2.1 is added as follows:" 422.2.L Separations: Ambulatory care facilities licensed by the !!lq[
Department of Health shall be separated from adjacent tenants with a fire partition having a minimum one hour fire-
resistance rating. Any level belowthe level of exit discharge shall be separated fromthe level of exit discharge by a
horizontal assembly having a minimum one hour fire-resistance rating.

Exception: A fire barrier is not required to separate the level of exit discharge when:

1. Such levels are underthe control of the Ambulatory Care Facility.

2. Any hazardous spaces are separated by horizontal assembly having a minimum one hour fire-resistance rating."

(7) A new IBC Section 429, Day Care, is added as follows:

" 429.1 Detailed Requirements. ln addition to the occupancy and construction requirements in this code, the additional
provisions of this section shall apply to all Day Care in accordance with Utah Administrative Code R710-8 Day Care Rules.

429.2 Definitions.

429.2.1 Authority Having Jurisdiction (AHJ): State Fire Marshal, his duly authorized deputies, or the local fire
enforcement authority code official.

429.2.2 Day Care Facility: Any building or structure occupied by clients of any age who receive custodial care for less
than 24 hours by individuals other than parents, guardians, relatives by blood, marriage or adoption.

429.2.3 Day Care Center: Providing care for five or more clients in a place other than the home of the person cared for.
This would also include Child Care Centers, Out of School Time or Hourly Child Care Centers licensed by the Department
of Health.

429.2.4 Family Day Care: Providing care for clients listed in the following two groups:

429.2.4.tType 1: Services provided for five to eight clients in a home. This would also include a home that is certified by
the Department of Health as Residential Certificate Child Care or licensed as Family Child Care.

429.2.4.2fype 2: Services provided for nine to sixteen clients in a home with sufficient staffing. This would also include
a home that is licensed by the Department of Health as Family Child Care.

429.2.5 R710-8: Utah Administrative Code, R710-8, Day Care Rules, as enacted under the authority of the Utah Fire
Prevention Board.

429.3 Family Day Care.

429 3 1 Family Day Care units shall have on each floor occupied by clients, two separate means of egress, arranged so
that if one is blocked the other will be available.

429.3.2 Family Day Care units that are located in the basement or on the second story shall be provided with two means
of egress, one of which shall discharge directly to the outside.

429.3.2.1Residential Certificate Child Care and Licensed Family Child Care with five to eight clients in a home, located on
the ground level or in a basement, may use an emergency escape or rescue window as allowed in lFC, Chapter LO,
Section 1030.

429.3.3 Family Day Care units shall not be located above the second story.

429.3.4!n Family Day Care units, clients under the aBe of two shall not be located above or below the first story.



429.3.4. L Clients under the age of two may be housed above or below the first story where there is at least one exit that
leads directly to the outside and complies with lFC, Section 1011 or Section 1012 or section 1027.

429.3.5 Family Day Care units located in split entry/split level type homes in which stairs to the lower level and upper

level are equal or nearly equal, may have clients housed on both levels when approved by the AHJ.

429.3.6 Family Day Care units shall have a portable fire extinguisher on each level occupied by clients, which shall have a

classification of not less than 2A:10BC, and shall be serviced in accordance with NFPA, Standard L0, Standard for
Portable Fire Extinguishers.

429.3.7 Family Day Care units shall have single station smoke detectors in good operating condition on each level

occupied byclients. Battery operated smoke detectors shall be permitted if the facility demonstrates testing,

maintenance, and battery replacement to insure continued operation ofthe smoke detectors.

429.3.8 Rooms in Family Day Care units that are provided for clients to sleep or nap, shall have at least one window or
door approved for emergency escape.

429.3.9 Fire drills shall be conducted in Family Day Care units quarterly and shall include the complete evacuation from
thebuildingof all clients and staff. At least annually, in Type I Family Day Care units, the fire drill shall include the actual

evacuation using the escape or rescue window, if one is used as a substitute for one of the required means of egress.

429.4 Day Care Centers.

429.4.1 Day care centers shall comply with either l-4 requirements or E requirements ofthe lBc, whichever is applicable
for the type of Day Care Center.

429.4.2 Emergency Evacuation Drills shall be completed as required in lFc, chapter 4, section 405.

429.4.3 Location at grade. Group E child day care centers shall be located at the level of exit discharge.

429.4.3.1 Child day care spaces for children over the age of 24 months may be located on the second floor of buildings

equipped with automatic fire protection throughout and an automatic fire alarm system.

429.4.4 E$ess. All Group E child day care spaces with an occupant load of more than 10 shall have a second means of
egress. lf the second means of egress is not an exit door leading directly to the exterior, the room shall havean

emergency escape and rescue window complying with Section 1.030.

429.4.5 A1l Group E Child Day Care Centers shall comply with Utah Administrative Code, R430-100 Child Care Centers,

R430-50 Hourly Child Care Centers, and R430-70 Out of School Time.

429.5 Requirements for all Day Care,

429.5.1 Heating equipment in spaces occupied by children shall be provided with partitions, screens, or other means to
protect children from hot surfaces and open flames.

429.5.2 Afie escape plan shall be completed and posted in a conspicuous place. All staffshall be trained on the fire
escape plan and procedure."

(8) ln lBC, Section 504.4, a new section is added as follows: "504.4.1Group l-2 Assisted Living Facilities. Notwithstanding
the allowable number of stories permitted by Table 504.4 Group l-2 Assisted Living Facilities of type VA, construction
shall be allowed on each level of a two-story building when all of the following apply:

1. The total combined area of both stories does not exceed the total allowable area for a one-story, above grade plane

building equipped throughout with an automatic sprinkler system installed in accordance with Section 903.3.1.1.

2. All other provisions that apply in Section 407 have been provided."

(9) A new lBC, Section 504.5, is added as follows: "504.5 Group 1-2 Secured areas in Assisted Living Facilities. ln Type lllB,
lV, and V construction, all areas for the use and care of residents required to be secured shall be located on the level of
exit discharge with door operations in compliance with Section 1o;tQ=1=9-:!Ql-q2.i4, as amended."

Amended by Chapter 243, 2020 General Session

Amended by Chapter 441, 2020 General Session



15A-3-104 Amendments to Chapters 7 through 9 of lBC.

(1) ln lBC, Section 704.1.3.2, the following sentence is added to the end ofthe section: "An individual spraying fire-
resistant materials may obtain a certificate that demonstrates that the individual has undergone training on how to
spray fire-resistant materials to manufacturer's specifications."

(2)lBC, Section (F) 902.1, is deleted and replaced with the following: 1F) 902.1 Pump and riser room size. Fire pump and
automatic sprinkler system riser rooms shall be designed with adequate space for all installed equipment necessary for
the installation and to provide sufficient working space around the stationary equipment. Clearances around equipment
shall be in accordance with manufacturer requirements and not less than the following minimum elements:

902.1.5 A minimum clear and unobstructed distance of 12-inches shall be provided from the installed equipment to the
elements of permanent construction.

902.1.6 A minimum clear and unobstructed distance of 12-inches shall be provided between all other installed
equipment and appliances.

902.1.7 Aclearand unobstructed width of 35-inches shall be provided in front of all installed equipment and appliances,
to allow for inspection, service, repair or replacement without removing such elements of permanent construction or
disabling the function of a required fire-resistance-rated assembly.

902.1.8 Automatic sprin kle r syste m riser rooms sha ll be provid ed with a clea r a n d u nobstructed passageway to the riser
room of not less than 35-inches, and openings into the room shall be clear and unobstructed, with doors swinging in the
outward direction from the room and the opening providing a clear width of not less than 34-inches and a clear height
of the door opening shall not be less than 80-inches.

902.1.9 Fire pump rooms shall be provided with a clear and unobstructed passageway to the fire pump room of not less
than 72-inches, and openings into the room shall be clear, unobstructed and large enough to allow for the removal of
the largest piece of equipment, with doors swinging in the outward direction from the room and the opening providing a

clear width of not less than 68-inches and a clear height of the door opening shall not be less than 8o-inches."

(3) ln lBC, Section (F)903.2.2, the words "the entire floor" are deleted and replaced with "a building" and the last
paragraph is deleted.

(4)lBC, Section (F)903.2.4, condition 2, is deleted and replaced with the following: "2. AGroup F-1fire area is located
more than three stories above the lowest level of fire department vehicle access."

(5)lBC, Section (F1903.2.7, condition 2, is deleted and replaced with the following: "2. A Group M fire area is located
more than three stories above the lowest level of fire department vehicle access."

(6)lBC, Sections (F)903.2.8, (F)903.2.8.1, and (F)903.2.8.2, are deleted and replaced with the following: 1F)903.2.8
Group R. An automatic sprinkler system installed in accordance with Section 903.3 shall be provided throughout all
buildings with a Group R fire area.

Exceptions:

1. Detached one- and two-family dwellings and multiple single-family dwellings (townhouses) constructed in accordance
with the lnternational Residential Code For One- and Two-Family Dwellings.

2. Single story Group R-1 occupancies with fire areas not more than 2,OOO square feet that contain no installed
plumbing or heating, where no cooking occurs, and constructed of Type l-A, l-8, ll-A, or ll-B construction.,,

(7)lBC, Section (F)903.2.8.3 is renumbered to (F)903.2.8.1and the following exception is added:

"Exception: Group R-4 fire areas not more than 4,500 gross square feet and not containing more than 16 residents,
provided the building is equipped throughout with an approved fire alarm system that is interconnected and receives its
primary power from the building wiring and a commercial power system."

(8)lBC, Section (F)903.2.8.4, is deleted.

(9)lBC, Section (F)903.2.9, condition 2, is deleted and replaced with the following: "2. A Group S-1fire area is located
more than three stories above the lowest level of fire department vehicle access."

(10)lBC, Section (F)904.12, is deleted and replaced with the following: "(F)904.12 Commercial cooking systems. The



automatic fire-extinguishing system for commercial cooking systems shall be of a type recognized for protection of
commercial cooking equipment and exhaust systems. Pre-engineered automatic extinguishing systems shall be tested in

accordance with UL 300 and listed and labeled for the intended application. The system shall be installed in accordance

with this code, its listing and the manufacturer's installation instructions.

Exception: Factory-built commercial cooking recirculating systems that are tested in accordance with UL 7108 and listed,
labeled, and installed in accordance with Section 304.1 of the lnternational Mechanical Code."

(11)lBC, Sections (F19o4.I2.3, (F19o4.r23.L, (F19O4.t2.4, and (F)904.12.4.L, are deleted.

(12) ln lBC, Section 905, a new subsection, Section (F)905.3.9, is added as follows:

"Open Parking Garages. Open parking garages shall be equipped with an approved Class 1 manual standpipe
system when fire department access is not provided for firefighting operations to within 150 feet of all portions of the
open parking garage as measured from the approved fire department vehicle access. Class 1 manual standpipe shall be

accessible throughout the parking garage such that all portions of the parking structure are protected within L50 feet of
a hose connection."

(13) ln lBc, Section (F)905.8, the exception is deleted and replaced with the following:

"Exception: Where subject to freezing and approved by the fire code official."

(14) ln lBC, Section (F)907.2.3 Group E is deleted and rewritten as follows: "A manual fire alarm system that initiates the
occupant notification signal using an emergency voice/alarm communication system that meets the requirements of
Section (F) 907.5.2.2, or a manual fire alarm system that initiates an approved audible and visual occupant notification
signal that meets the requirements of Sections (F\907 .5.2.L, (F1907 .5.2.1.1, (F)907.5.2.2, and (F)907.5.2.3, and is
installed in accordance with Section (F)907.6 shall be installed in Group E occupancies. Where automatic sprinkler
systems or detectors are installed, the systems or detectors shall be connected to the building fire alarm system."

(15)lBC, Sections (F)915 throuBh (F)915.6, are deleted and replaced with the following:

"(F)915 Where required.

Group l-1, 12,14, and R occupancies located in a building containing a fuel-burning appliance or in a building that has an

attached garage shall be equipped with single-station carbon monoxide alarms. The carbon monoxide alarms shall be
listed as complying with UL 2034 or UL2075 and be installed and maintained in accordance with NFPA 720 and the
manufacturer's instructions. An open parking garage, as defined in Chapter 2, or an enclosed parking garage, ventilated
in accordance with Section 404 ofthe lnternational Mechanical Code, shall not be considered an attached garage. A
minimum of one carbon monoxide alarm shall be installed on each habitable level.

(F) 915.1. lnterconnection.

Where more than one carbon monoxide alarm is required to be installed within Group l-1, l-2, l-4, or R occupancies, the
carbon monoxide alarm shall be interconnected in such a manner that the activation of one alarm will activate all of the
alarms. Physical interconnection of carbon monoxide alarms shall not be required where listed wireless alarms are
installed and all alarms sound upon activation of one alarm. The alarm shall be clearly audible in all bedrooms over
background noise levels with all intervening doors closed.

(F) 915.2 Power source.

ln new construction, required carbon monoxide alarms shall receive their primary power from the building wiring where
such wiring is served from a commercial source and shall be equipped with a battery backup. Carbon monoxide alarms
with integral strobes that are not equipped with a battery backup shall be connected to an emergency electrical system.
Carbon monoxide alarms shall emit a signal when the batteries are low. Wiring shall be permanent and without a

disconnecting switch other than as required for overcurrent protection.

Exceptions.

1. Carbon monoxide alarms are not required to be equipped with a battery backup where they are connected to an
emergency electrical system.

2. Hard wiring of carbon monoxide alarms in existing areas shall not be required where the alterations or repairs do not
result in the removal of interior wall or ceiling finishes exposing the structure, unless there is an attic, crawl space, or



basement available that could provide access for hard wiring without the removal of interior finishes.

(F) 915.3 Group E.

A carbon monoxide detection system shall be installed in new buildings that contain Group E occupancies in accordance
with lFC, Chapter9, Section 9L5. Acarbon monoxide detection system shall be installed in existing buildingsthat
contain Group E occupancies in accordance with lFC, Chapter 11, Section 1103.9.

(F) 915.3.1 Where required.

ln Group E occupancies, a carbon monoxide detection system shall be provided where a fuel-burning appliance, a fuel-
burning fireplace, or a fuel-burning forced air furnace is present.

(F) 915.3.2 Detection equipment.

Each carbon monoxide detection system shall be installed in accordance with NFPA 720 and the manufacturer's
instructions and be listed as complying with, for single station detectors, UL 2034 and, for system detectors, UL 2075.

(F) 915.3.3 Locations.

Each carbon monoxide detection system shall be installed in the locations specified in NFPA 720.

(F) 915,3.4 Combination detectors.

A combination carbon monoxide/smoke detector is an acceptable alternative to a carbon monoxide detection system if
the combination carbon monoxide/smoke detector is listed in accordance with UL 2075 and UL 258.

(F) 915.3.5 Power source.

Each carbon monoxide detection system shall receive primary power from the building wiring if the wiring is served from
a commercial source. lf primary power is interrupted, each carbon monoxide detection system shall receive power from
a battery. Wiring shall be permanent and without a disconnecting switch other than that required for overcurrent
protection.

(F) 915.3.6 Maintenance.

Each carbon monoxide detection system shall be maintained in accordance with NFPA 720. A carbon monoxide
detection system that becomes inoperable or begins to produce end of life signals shall be replaced."

Amended by Chapter 20, 2019 General Session

15A-3-105 Amendments to Chapters 10 through 12 of lBC.

(1) ln lBC, Section 1010.1.9, an exception is added as follows: "Exception: Group E occupancies for purposes of a
lockdown or a lockdown drill in accordance with Section 101.0.1.9.5 Exception 5."

(2) ln lBC, Section l0L0.7.9.2, "Exception:" is deleted and replaced with "Exceptions: 1."

(3) ln lBC, Section 1010.1.9.2, a new exception 2 is added as follows: "2. Group E occupancies for purposes of a lockdown
or a lockdown drill may have one lock below 34 inches in accordance with Section 1010.1.9.5 Exception 5."

(4) ln lBC, Section 1010.1.9.4, a new number 7 is added as follows: "7.Gtoup E occupa ncies for pu rposes of a lockdown
or a lockdown drill in accordance with Section 1010.1.9.5 Exception 5."

(5) ln lBC, Section 1010.1.9.5, a new exception 6 is added as follows: "6. Group E occupancies for purposes of a lockdown
or a lockdown drill in accordance with Section 1010.L.9.5 Exception 5."

(6) ln lBC, Section 1010.1.9.6, a new exception 5 is added as follows: "5. Group E occupancies may have a second lock on
classrooms for purposes of a lockdown or lockdown drill, if:

5.1The application ofthe lock is approved by the code official.

5.2 The unlatching of any door or leaf does not require more than two operations.

5.3 The lock can be released from the opposite side of the door on which it is installed.



5.4 The lock is only applied during lockdown or during a lockdown drill.

5.5 The lock complies with all other state and federal regulations, including the Americans with Disabilities Act of
1990,42 U.S.C. Sec. L2L01 et seq."

(7) ln lBC, Section 1010.1.9.7, a new number 9 is added as follows: " 9. The secure area or unit with special egress locks

shall be located at the level of exit discharge in Type lllB, lV, and V construction."

(8) ln lBC, Section 1011.5.2, exception 3 is deleted and replaced with the following: " 3. ln Group R-3 occupancies,

within dwelling units in Group R-2 occupancies, and in Group U occupancies that are accessory to a Group R-3

occupancy, or accessory to individual dwelling units in Group R-2 occupancies, the maximum riser height shall be I
inches (203 mm) and the minimum tread depth shall be 9 inches (229 mm). The minimum winder tread depth at the

walk line shall be 10 inches (254 mm), and the minimum winder tread depth shall be 6 inches (152 mm). A nosing not
less than 0.75 inch (19.1 mm) but not more than 1.25 inches (32 mm) shall be provided on stairways with solid risers

where the tread depth is less than 10 inches (254 mm)."

(9) ln lBC, Section 1O11.1.L, a new exception 5 is added as follows: " 5. ln occupancies in Group R-3, as applicable in

Section 101.2 and in occupancies in Group U, which are accessory to an occupancy in Group R-3, as applicable in Section

101.2, handrails shall be provided on at least one side of stairways consisting of four or more risers."

(10) ln lBC, Section 1013.5, the words ", including when the building may not be fully occupied" are added at the end of
the sentence.

(11)lBC, Section 1025, is deleted.

(12) ln lBC, Section 1029.15, exception 2 is deleted.

(13) ln lBC, Section L2O7.4, subparagraph 1 is deleted and replaced with the following: "1. The unit shall have a living
room of not less than 165 square feet (15.3 m2) offloorarea. An additional 100 square feet (9.3 m2) offloorarea shall

be provided for each occupant of such u nit in excess of two."

Amended by Chapter 20,2019 General Session

15A-3-105 Amendments to Chapters 13 through 15 of lBC.

lBC, Chapters 13, 74, and 15 are not amended.

Amended by Chapter 249, 2016 General Session

15A-3-107 Amendments to Chapter 16 of lBC.

(1) ln lBC, Table 1604.5, Risk Category lll, in the sentence that begins "Group l-2 Condition 1," a new footnote c is added

as follows: "c. Type llAssisted Living Facilities that are l-2 Condition l occupancy classifications in accordance with
section 308 shall be Risk Category ll in this table."

(2) ln lBC, Section 1505.2, in the portion ofthe definition for the value off2, the words "and 0.2 for other roof
configurations" are deleted and replaced with the following: "f2 = 0.20 +.025(4-5) for other configurations where roof
snow Ioad exceeds 30 psf;

f2 = 0 for roof snow loads of 30 psf (1.44kN/m2) or less.

Where A = Elevation above sea level at the location of the structure (ft./1,000)."

(3) ln lBC, Sections 1605.3.1and L605.3.2, exception 2 in each section is deleted and replaced with the following: "2.
Flat roof snow loads of30 pounds persquarefoot (1.44 kNm2) or less need not be combined with seismic loads. Where
flat roof snow loads exceed 30 pounds per square foot (1.44 kNm2), the snow loads may be reduced in accordance with
the following in load combinations including both snow and seismic loads. S as calculated below, shall be combined with
seismic loads.

S = (0.20 + 0.025(A-5))Pf is greater than or equal to 0.20 Pf.



Where:

S = Weight of snow to be used in combination with seismic loads

A = Elevation above sea level at the location of the structure (ft./L,000)

Pf = Design roof snow load, psf.

For the purpose of this section, snow load shall be assumed uniform on the roof footprint without including the effects
of driftorsliding. The lmportance Factor, l, used in calculating Pf may be considered 1.0 for use in the formula for Ws".

(4)lBC, Section 1608.1, is deleted and replaced with the following: "1608.1 General. Except as modified in Sections
1608.1.1, 1608.1.2, and 1608.1.3, design snow loads shall be determined in accordance with Chapter 7 of ASCE 7, but
the design roof load shall not be less than that determined by Section 1607. Where the minimum live load, in
accordance with Section 1607, is greater than the design roof snow load, pf, the live load shall be used for design, but it
may not be reduced to a load lower than the design roof snow load. Drifting need not be considered for roof snow loads,
pf, less than 20 psf."

(5) A new lBC, Section 1608.1.1, is added as follows: "1608.1.1 lce dams and icicles along eaves. Section 7.4.5 of Chapter
7 of ASCE 7 referenced in IBC Section 1608.1 is deleted and replaced with the following: 7.4.5 lce Dams and lcicles Along
Eaves. Whereground snow loadsexceed 75 psf, eaves shall be capable ofsustaining a uniformly distributed load of2pf
onall overhanging portions. No other loads exceptdead loads shall be presenton the roof when this uniformly
distributed load is applied. All building exits under down-slope eaves shall be protected from sliding snow and ice."

(6) A new lBC, Section 1,608.1.2, is added as follows: "L608.1.2 Thermal factor. The value for the thermal factor, Ct, used
in calculation of pf shall be determined from Table 7.3-2 in ASCE 7. Exception: Except for unheated structures, the value
of Ct need not exceed 1.0 when ground snow load, pg, is calculated using Section !608.2.7.'

(7) A new lBC, Section 1608.1.3 is added as follows: "1608.1.3 Drifts on adjacent structures. Section 7 .7.2 of ASCET
referenced in lBC, Section 1608.1, is deleted and replaced with the following: 7.7.2 Adjacent structures. At lower
adjacent structures, the requirements ofsection 7.7.1shall be used to calculate windward and leeward drifts. The
resulting drift is permitted to be truncated."

(8) A new lBC, Section 1608.2.1 is added as follows: "1608.2.1 Utah ground snow loads. Section 7.2 of ASCE 7 referenced
in lBC, Section L508.1 is modified as follows:

(a) ln paragraph 1,7.2-8 is deleted and replaced with 7.2-9.

(b) On Figure 7.2-1, remove CS and other ground snow load values in the state of Utah. Add red shaded region for the
state of Utah with the following note:see note for Utah.

(c)The following is added to the Note on Figure 7.2.1: See Table 7.2-9 for Utah.

(d) Add Table 7-2.9 as follows:

TABLE 7.2.9

GROUND SNOW LOADS FOR SELECTED LOCATIONS IN UTAH

City/Town County Ground Snow Load
(tb/ftzl.
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7

Beaver Beaver 35

Brigham City Box Elder 42

Castle Dale Emery 32

Coalville 5um mit 57

D uchesne Duchesne 39

Farmington Davis 35

Fillmore Millard 30

Heber City Wasatch 50

J u nctio n Piute 27



7

Kana b Kane 25

Loa Wayne 37

Logan Cache 43

Manila Daggett 26

Ma nti Sanpete 37

Moab Grand 27

Monticello San Juan 67

Morgan Morgan 52

Nephi luab 39

Ogden Weber 37



Panguitch G a rfie ld 4L

Parowan lron 32

Price Carbon 51

Provo Utah 31

Randolph Rich 50

Richfield Sevier

St. George Washington 27

Salt Lake City Salt Lake 28

Tooele Tooele 35

Vernal Uintah 39



Note: To convert lb /ft? to kNlm2, multiply by 0.0479. To convert feet to meters,
multiply by 0.3048.

1. Statutory requirements of the Authority Having Jurisdiction are not included in this
state ground snow load table.

2. For locations where there is substantial change in altitude over the city/town, the
load applies at and below the cited elevation, with a tolerance of 100 ft (30 m).

3. For other locations in Utah, see Bean, B., Maguire, M., Sun, Y. (2018), "The Utah
Snow Load Study," Utah State University Civil and Environmental Engineering Faculty
Publications, Paper 3589, http://utahsnowload.usu.edu/, for ground snow load values.

(9) A new lBC, Section 1613.1.1, is added as follows: "1613.1.1 Effective Seismic Weight. ln ASCE !2].2 and LZ.L4.8.L as
referenced in Section 1613.1, Definition of W, ltem 4 is deleted and replaced with the following:

4. Where flat roof snow load, Pf, exceeds 30 psf, the snow load included in the effective seismic weight shall be
calculated, in accordance with the following equation: Ws = (0.20 + 0.025(4-5))Pf >= 0.20 pf.

WHERE:

Ws = Weight of snow to be included as effective seismic weight

A = Elevation above sea level at the location of the structure (ft./1,000)

Pf = Design roof snow load, psf.

For the purposes of this section, snow load shall be assumed uniform on the roof footprint without including the effects
of driftorsliding. The lmportance Factor, l, used in calculating Pf may be considered L.O for use in the formula for Ws."

Amended by Chapter 20, 2019 General Session

15A-3-108 Amendments to Chapters 17 through 19 of lBC.

(1)Anew lBC, Section 7807.1.6-4, is added as follows: "1807.1.5.4 Empirical concrete foundation design. GroupR,
Division 3 Occupancies three stories or less in height, and Group U Occupancies, which are constructed in accordance
with Section 2308, or with other methods employing repetitive wood-frame construction or repetitive cold-formed steel
structural member construction, shall be permitted to have concrete foundations constructed in accordance with Table
8O7.r.6.4."

(2) A new lBC, Table 1807.L.5.4 is added as follows:

"TABLE 1807.1.6.4

EMPtRtCAL FOUNDATTON WALLS (1,7,8)

Max. Top Edge Min. Vertical Horizontal Steel at Max. Lintel Mi
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Footnotes:

(1) Based on 3,000 psi (20.6 Mpa) concrete and 50,000 psi (414 Mpa) reinforcing steel.

(2) To be placed in the center ofthe wall, and extended from the footing to within three inches (76
mm) of the top of the wall; dowels of #4 bars to match vertical steel placement shall be provided in the
footing, extending 24 inches (610 mm) into the foundation wall.

(3) One bar shall be located in the top four inches (102 mm), one bar in the bottom four inches (102
mml and the other bars equally spaced between. Such bar placement satisfies the requirements of
Section 1805.9. Corner reinforcing shall be provided so as to lap 24 inches (610 mm).

(4) Bars shall be placed within two inches (51 mm) of the openings and extend 24 inches (610 mm)
beyond the edge of the opening; vertical bars may terminate three inches (76 mm) from the top of the
concrete.

(5) Dowels of#4 bar at 32 inches on center shall be provided in the footing, extending 18 inches (457
mm) into the foundation wall.

(6) Diaphragm shall conform to the requirements of Section 2308.



(7) Footing shall be a minimum of nine inches thick by 20 inches wide.

(8) Soil backfill shall be soil classification types GW, GP,5W, or SP, per Table 1510.1. Soil shall not be
submerged or saturated in groundwater."

(3) A new lBC, Section L905.1.9, is added as follows: "1905.1.9ACI 3t8,f abh' 4.2.7." ModifyACl 318, Table 19.3.1.1to
read as follows: ln the portion of the table designated as "Conditions", the following Exposure category and class is

deleted and replaced with the following:

"F0: Concrete elements not exposed to freezing and thawing cycles to include footing and foundation elements that are
completely buried in soil."

Amended by Chapter 249,2016 General Session

15A-3-109 Amendments to Chapters 20 through 22 of lBC.

lBC, Chapters 20 through 22 are not amended.

Enacted by Chapter 14, 20LL General Session

15A-3-110 Amendments to Chapters 23 through 25 of lBC.

(1) A new lBC, Section 2306.1.5, is added as follows: "2306.1.5 Load duration factors. The allowable stress increase of
1.15 for snow load, shown in Table 2.3.2, Frequently Used Load Duration Factors, Cd, of the National Design
Specifications, shall not be utilized at elevations above 5,000 feet (1,524 M)."

(2) ln lBC, Section 2308.3.1, the words "6 feet (1829 mm)" and "4 feet (1219 mm)" are deleted and each replaced with
the words "32 inches."

Amended by Chapter 20, 2019 General Session

15A-3-U1 Amendments to Chapters 26 through 28 of IBC

lBC, Chapters 26 through 28 are not amended.

Enacted by Chapter 14, 2011 General Session

15A-3-112 Amendments to Chapters 29 through 31 of lBC.

(1) ln IBC [P] Table 2902.1the following changes are made:

(a) ln the row for "E" occupancy in the field for "OTHER" a new footnote i is added.

(b) ln the row for "l-4" occupancy in the field for "OTHER" a new footnote i is added.

(c) A new footnote h is added as follows: "FOOTNOTE: g. When provided, subject to footnote i, inpublictoilet
facilities there shall be an equal number of diaper changing facilities in male toilet rooms and female toilet rooms."

(d) A new footnote h is added to the table as follows: "FOOTNOTE h: Non-residential child care facilities shall comply
with additional sink requirements of Utah Administrative Code, R381-60-9, Hourly Child Care Centers, R381-70-9, Out
of School Time Child Care Programs, and R381-100-9, Child Care Centers."



(e) A new footnote i is added to the table as follows: "FOOTNOTE i: A building owned by a state government entity or
by a political subdivision of the state that allows access to the public shall provide diaper changing facilities in

accordance with footnote h if:

1. the building is newly constructed; or

2. a bathroom in the building is renovated."

(f) Footnote f is deleted and replaced with the following: "FOOTNOTE f: The required number and type of plumbing
fixtures for outdoor public swimming pools shall be in accordance with Utah Administrative Code, R392-302, Design,
Construction and Operation of Public Pools."

(2) A new lBC, Section IPI2902.7, is added as follows:

"IP]2902.7 Toilet Facilities for Workers.

Toilet facilities shall be provided for construction workers and such facilities shall be maintained in a sanitary condition.
Construction worker toilet facilities of the nonsewer type shall conform to ANSI 24.3."

(3)lBC, Section 3001.2, is deleted.

(4) ln lBC, Section 3006.5, a new exception is added as follows: "Exception: Hydraulic elevators and roped hydraulic
elevators with a rise of 50 feet or less."

(5) ln lBC, Section 3109.1, the words 'the lnternational Swimming Pool and Spa Code" at the end of the section are
deleted and replaced with the words "Utah Administrative Code, R392-302, Design, Construction and Operation of
Public Pools."

Amended by Chapter 441, 2020 General Session

Superseded 7/1/2O27

15A-3-113 Amendments to Chapters 32 through 35 of tBC.

ln lBC, Chapter 35, the referenced standard |CCAL17.1-09, Section 606.2, Exception 1 is modified to include the
following sentence at the end of the exception:

"The minimum clear floor space shall be centered on the sink assembly."

Amended by Chapter 20,2019 General Session

Ellective 7/7/2027

15A-3-113 Amendments to Chapters 32 through 35 of lBC.

(1) ln lBC, Chapter 35, the referenced standard for NFPA 70-17 is deleted and replaced with NFpA 70-20.

(2) ln lBC, Chapter 35, the referenced standard |CCA117.1-09, Section 605.2, Exception 1 is modified to include the
following sentence at the end of the exception:

'The minimum clear floor space shall be centered on the sink assembly."

Amended by Chapter 199, 2021 General Session


